
215TW
21" Wide Multifunction LCD TV/Monitor

Whether it’s a high-resolution computer monitor or 

a fast, crisp video display depends solely on your 

schedule. Either way, the 215TW produces a sharp, 

colorful, high-contrast image that spans across a wide 

9:5 aspect ratio. With a fast 8 ms response time, nearly 

180-degree viewing angles and a 1000:1 contrast 

ratio, even bystanders will take notice. Standard video 

inputs, built-in speakers and features like Picture-in-

Picture make it easy to tap into just about any video 

source. And a pivoting stand makes it easy to rotate the 

215TW into portrait format on a whim. The Samsung 

215TW. It’s every monitor you’ve ever wanted.

• 1680 x 1050 resolution, wide 9:5 aspect ratio 

• Fast MagicSpeed™  8 ms (G to G)  
response time

• 178°/178° horizontal/vertical viewing angles

• 1000:1 contrast ratio

• Analog/Digital, component, S-video,  
composite inputs

• Exclusive MagicTune,™ MagicColor™ 
MagicBright™ II and MagicRotation™ 
technologies

• Ergonomic four-way adjustable stand:  
height (3.1"), pivot, tilt and swivel

• Built-in speakers

• Picture-in-Picture, Picture-by-Picture 
functionality
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Specifications

Panel Type a-si LCD TV/Monitor

Viewable Size 21.0" wide format

Pixel Pitch  .270 mm

Brightness (Typical) 300 cd/m2

Contrast Ratio (Typical) 1000:1

Response Time (Typical) 8 ms (G to G)

Viewing Angle (Horizontal/Vertical) 178°/178°

Native Resolution 1680 x 1050

Aspect Ratio 16:109:5

Maximum Color 16.7M

Interface Analog/Digital

Input Video Signal Analog RGB, DVI Digital Link: TMDS, Composite, S-video, Component

Sync Type Separate H/V, Composite H/V, SOG

Input Connectors 15-pin D-sub, DVI-D, CVBS, S-video, Component

Power Consumption 75 watts (max.), <2 watts (DPMS mode)

VESA Wall Mount 100 mm

Emission Standard TCO ’03

Cabinet Color (Front/Back) Black

Stand Type Ergonomic four-way adjustable: height (3.9"), pivot, swivel, tilt

Magic Technologies  MagicTune™ with asset management, MagicColor,™ MagicBright II,™ 
MagicSpeed,™ MagicRotation ™

Other Features Built-in speakers, narrow bezel, PIP, PBP, mechanical S/W, HAS stand

Compatibility PC/Windows, Macintosh, Sun Microsystems

Dimensions (W x H x D) 19.3" x 14.8" x 8.7" (with stand)

Net Weight 16.5 lbs.

Warranty (P/L/B) 3/3/3
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